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MRC series

S4-L, S4-P, S4-PO
Socket for soldering and printed circuit for relays C4-…

1.5
8

24

6.75
0.2 7

6.5

6.75

ø

1 )12(13 ( A1))11( (14 )3 2

5 )24(( 22 )46 ( 21)

7 )32( (34 )8

10 )42( ( 44 )1112 ( 41) )A2(14

9 ( 31)

32

ø

7

ø5.5

9

M4/M5

38

92

13

8
11

3 6

13

5
2 1

4

8 7

14
12 9 11 10R

E
L
E

C
O

   S
4
-B

34
44

2
14

5
24

1
12

4
22

7
32

10 42

3
6

A111
21

9
31

12
41

1421

RELECO

RELECO

S4-P 2.81.2

S4-P

S4-LS4-PO

S4-L

35.5

36

15.5 6 7.56

35.5

M3

47
57

Type			   S4-L		
				    4-pole, flange panel mountable

				    S4-P		
				    4-pole, printed circuit 

				    S4-PO		
				    4-pole, printed circuit with flange  

Rated current			   10 A

Specifications
Rated load			   10 A / 250 V
Test voltage  benachbarte Pole		  2.5 kV rms 1 min
Ambient temperature		  -30 °C ... +60 °C
Weight			   21g

Accessories 
Retaining spring, steel 	 S4-CL

Dimensions [mm]

Printed cicuit lay-out  [mm]

Technical approvals, conformities

EN 60947-1, EN 61810-1
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